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num-packets

interval

 

 

http://www.cisco.com/en/US/docs/ios/12_4/ip_sla/configuration/guide/hsla_c.html


 

 

 enable

 
configure terminal

 
ip sla responder

 

 
exit

 

 

enable

 
configure terminal

sla tag

http://www.cisco.com/en/US/products/hw/routers/index.html
http://www.cisco.com/en/US/docs/ios/12_4/ip_sla/configuration/guide/hsla_c.html
http://www.cisco.com/en/US/docs/ios/12_4/ip_sla/configuration/guide/hsla_c.html


 
ip sla 

ip sla 200

 

 type jitter dest-ipaddr  dest-port 

 codec  tag tag

type jitter dest-ipaddr 192.168.199.2

dest-port 16384

codec g711alaw

tag Atlanta to Lexington

type jitter dest-ipaddr 192.168.199.2 dest-port 16384 

codec g711alaw tag Atlanta to Lexington

 

exit

 
ip sla schedule  [life {forever | 

 [start-time  | pending | now | 

after  [ageout  [recurring]

ip sla schedule 200 life forever start-time now

Ctrl-Z

show running-

config | begin hostname 

Ctrl-Z

 

 



 
 

 

 

 

 

 



 

 

 

 

 

 

 

http://www.whatsupgold.com/wugCustPortal


 
 

 



advantage-factor

http://www.cisco.com/en/US/docs/ios/12_4t/ip_sla/configuration/guide/htvoipj.html


 

 

 

 

 



 

 

 

 
 

 

 

 

 



 
 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 
 


